POWER-SUPPLY (LC-STABALIZED) -
MCI1250B-119AB

Categories: Microwave generators
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POWER TO YOUR PROJECTS


https://muegge-group.com/en/product-category/microwave-generators/

ADDITIONAL INFORMATION

Typ
Frequency [MHz]
Output Power [W]

Line connection

Control circuit connection [V]

Line Voltage [V]

Mains voltage control circuit [V]

Line Frequency [Hz]

Cooling

Pulse output power max [W]

Front-Panel (HMI)
Interface
Interface 2
Interface 3
Interface 4
Interface 5

Width [mm (inch)]
Height [mm (inch)]
Depth [mm (inch)]
Protection
Isolator

Power-Supply

Muegge GmbH
Hochstrasse 4-6
64385 Reichelsheim
Germany

T. +49 (0)6164-9307-0

Power-Supply
2450

1250

2~ (L1/L2/PE)
+ /-

460

60

Air

180 (7,09)
185 (7,28)
340 (13,39)
IPOO

No

LC-stabilized
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POWER TO YOUR PROJECTS


https://muegge-group.com/en/art/power-supply/
https://muegge-group.com/en/frequenz-mhz/2450-en/
https://muegge-group.com/en/leistung-w/1250-en/
https://muegge-group.com/en/netzanschluss/2-l1-l2-pe-en/
https://muegge-group.com/en/netzanschluss-steuerkreis/1145-en/
https://muegge-group.com/en/netzspannung-v/460-en/
https://muegge-group.com/en/netzspannung-steuerkreis-v/24-en/
https://muegge-group.com/en/netzfrequenz-hz/60-en/
https://muegge-group.com/en/cooling/air/
https://muegge-group.com/en/mw-leistung-puls-maximal-w/1131-en/
https://muegge-group.com/en/frontplatte-hmi/1150-en/
https://muegge-group.com/en/kundenschnittstelle/1151-en/
https://muegge-group.com/en/kundenschnittstelle-2/1134-en/
https://muegge-group.com/en/kundenschnittstelle-3/1135-en/
https://muegge-group.com/en/kundenschnittstelle-4/1136-en/
https://muegge-group.com/en/kundenschnittstelle-5/1137-en/
https://muegge-group.com/en/breite/180-709-en/
https://muegge-group.com/en/hoehe/185-728-en/
https://muegge-group.com/en/tiefe/340-1339-en/
https://muegge-group.com/en/schutzklasse/ip00-en/
https://muegge-group.com/en/isolator/no/
https://muegge-group.com/en/netzteiltechnik/lc-stabilized-en/

