MUEGGE

MAGNETRON - MB2727A-141DC

Categories: 1 0000
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MUEGGE

ZUSATZLICHE INFORMATIONEN

Art Magnetron
OEM O[O MB2727A-141DC
00 00 CW[W] 6000
Frequenz [MHz] 2450
ISMOO s-00
oo ooo
HvO 00 000 OO0 90°
oo/000 4x 000
HvOO 00 /000 90°
oo E-Magnet + Permanentmagnet
00 000 00 Schlauchtulle @12 mm
oo oo 50 °C (122 °F)
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https://muegge-group.com/ko/art/magnetron-en-ko/
https://muegge-group.com/ko/hersteller-artikel-nr/mb2727a-141dc-ko/
https://muegge-group.com/ko/leistung-cw-w/6000-ko/
https://muegge-group.com/ko/frequenz-mhz/2450-ko/
https://muegge-group.com/ko/ism-band/s-%eb%b0%b4%eb%93%9c/
https://muegge-group.com/ko/ism-band/s-%eb%b0%b4%eb%93%9c/
https://muegge-group.com/ko/kuehlungsart/%ec%88%98%eb%83%89%ec%8b%9d/
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https://muegge-group.com/ko/befestigungsmoeglichkeit/4x-%ec%88%98%eb%82%98%ec%82%ac/
https://muegge-group.com/ko/befestigungsmoeglichkeit/4x-%ec%88%98%eb%82%98%ec%82%ac/
https://muegge-group.com/ko/richtung-befestigungsbolzen/90-ko/
https://muegge-group.com/ko/magnet/e-magnet-permanentmagnet-ko/
https://muegge-group.com/ko/kuehlwasser-anschluss/schlauchtuelle-oe12-mm-ko/
https://muegge-group.com/ko/temperaturwaechter/50-c-122-f-ko/

