
MAGNETRONKOPF - MH010KS-250BF
Categories: 마이크로웨이브 발생기

BILDERGALERIE

https://muegge-group.com/ko/product-category/%eb%a7%88%ec%9d%b4%ed%81%ac%eb%a1%9c%ec%9b%a8%ec%9d%b4%eb%b8%8c-%eb%b0%9c%ec%83%9d%ea%b8%b0/


ZUSÄTZLICHE INFORMATIONEN

Art 마그네트론 헤드

Frequenz [MHz] 2450

출력 전력 CW [W] 10000

전원 연결 1 v 2 ~ (L / N v L2 / PE)

주전원 전압 제어 회로 [V] –

주전원 주파수 [Hz] –

냉각 공기 / 물

최대 펄스 출력 전력[W] –

전면 패널 (HMI) 커넥터 포함

너비 [mm (인치)] 438 (17,24)

높이 [mm (인치)] 288 (11,34)

깊이 [mm (인치)] 558 (21,97)

보호 IP20

출력 연결 유형 WR430 / R22

출력 연결 도파관

아이솔레이터 예

https://muegge-group.com/ko/art/%eb%a7%88%ea%b7%b8%eb%84%a4%ed%8a%b8%eb%a1%a0-%ed%97%a4%eb%93%9c/
https://muegge-group.com/ko/frequenz-mhz/2450-ko/
https://muegge-group.com/ko/leistung-w/10000-ko/
https://muegge-group.com/ko/netzanschluss/1-v-2-l-n-v-l2-pe-ko/
https://muegge-group.com/ko/netzspannung-steuerkreis-v/5683/
https://muegge-group.com/ko/netzfrequenz-hz/5676/
https://muegge-group.com/ko/cooling-ko/%ea%b3%b5%ea%b8%b0-%eb%ac%bc/
https://muegge-group.com/ko/mw-leistung-puls-maximal-w/5658/
https://muegge-group.com/ko/frontplatte-hmi/%ec%bb%a4%eb%84%a5%ed%84%b0-%ed%8f%ac%ed%95%a8/
https://muegge-group.com/ko/breite/438-1724-ko/
https://muegge-group.com/ko/hoehe/288-1134-ko/
https://muegge-group.com/ko/tiefe/558-2197-ko/
https://muegge-group.com/ko/schutzklasse/ip20-ko/
https://muegge-group.com/ko/auskoppelgroesse/wr430-r22-ko/
https://muegge-group.com/ko/auskoppelart/%eb%8f%84%ed%8c%8c%ea%b4%80/
https://muegge-group.com/ko/isolator/%ec%98%88/

