MAGNETRON-HEAD - MHO30KS-511DD ; ‘

Category: Microwave generators
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POWER TO YOUR PROJECTS


https://muegge-group.com/us/product-category/microwave-generators-us/

MUEGGE

ADDITIONAL INFORMATION

Typ Magnetron Head
Frequency [MHZz] 915

Output Power CW [W] 30000

Line connection 3~(L1/L2/L3/PE)
Mains voltage control circuit [V] 230

Line Frequency [Hz] 50/60

Cooling water

Pulse output power max [W] -

Front-Panel (HMI) Neutral
Width [mm (inch)] 557 (21,65)
Height [mm (inch)] 888 (34,84)
Depth [mm (inch)] 824 (32,44)
Protection Class P20
Output Connection Type WR975/ R9
Output Connection Waveguide
Isolator No
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https://muegge-group.com/us/art/magnetron-head-us/
https://muegge-group.com/us/frequenz-mhz/915-en-us/
https://muegge-group.com/us/leistung-w/30000-us/
https://muegge-group.com/us/netzanschluss/3-l1-l2-l3-pe-us/
https://muegge-group.com/us/netzspannung-steuerkreis-v/230-en-us/
https://muegge-group.com/us/netzfrequenz-hz/50-60-us/
https://muegge-group.com/us/cooling-us/water_us/
https://muegge-group.com/us/mw-leistung-puls-maximal-w/1131-us/
https://muegge-group.com/us/frontplatte-hmi/neutral-en-us/
https://muegge-group.com/us/breite/557-2165-us/
https://muegge-group.com/us/hoehe/888-3484-us/
https://muegge-group.com/us/tiefe/824-3244-us/
https://muegge-group.com/us/schutzklasse/ip20-us/
https://muegge-group.com/us/auskoppelgroesse/wr975-r9-en-us/
https://muegge-group.com/us/auskoppelart/waveguide_us/
https://muegge-group.com/us/isolator/no-us/

