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MAGNETRON-HEAD - MH2000S-251BF

Category: Microwave generators
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MUEGGE

ADDITIONAL INFORMATION

Typ Magnetron Head
Frequency [MHZz] 2450
Output Power CW [W] 2000
Line connection 1~ (L/N/PE)
Mains voltage control circuit [V] 24
Line Frequency [Hz] DC
Cooling Air / Water, Air / Water
Pulse output power max [W] 4000
Front-Panel (HMI) With Connectors
Protection Class 1P20
Output Connection Type Koax 8/26
Output Connection Coaxial conductor
Isolator yes
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https://muegge-group.com/us/art/magnetron-head-us/
https://muegge-group.com/us/frequenz-mhz/2450-us/
https://muegge-group.com/us/leistung-w/2000-us/
https://muegge-group.com/us/netzanschluss/1-l-n-pe-us/
https://muegge-group.com/us/netzspannung-steuerkreis-v/24-us/
https://muegge-group.com/us/netzfrequenz-hz/dc-us/
https://muegge-group.com/us/cooling-us/air-water/
https://muegge-group.com/us/cooling-us/air-water/
https://muegge-group.com/us/mw-leistung-puls-maximal-w/4000-us/
https://muegge-group.com/us/frontplatte-hmi/with-connectors_us/
https://muegge-group.com/us/schutzklasse/ip20-us/
https://muegge-group.com/us/auskoppelgroesse/koax-8-26-us/
https://muegge-group.com/us/auskoppelart/coaxia-conductor_us/
https://muegge-group.com/us/isolator/yes-us/

